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1
SERPENTINE BAKING PAN AND METHOD
OF USING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATION

The present invention claims priority to U.S. provisional
Patent Application No. 60/828,669 as filed Oct. 9, 2006.

STATEMENT REGARDING FEDERALLY
SPONSORED RESEARCH

Not applicable.

NAMES OF THE PARTIES TO A JOINT
RESEARCH AGREEMENT

Not applicable.

INCORPORATION-BY-REFERENCE OF
MATERIAL SUBMITTED ON A COMPACT DISC

Not applicable.
BACKGROUND ON THE INVENTION

1. Field of the Invention

The present invention relates generally to baking pans, and
more particularly, to serpentine baking pans used to create
and arrange prepared food dishes in a variety of shapes to
serve multiples of people.

2. Description of the Related Art

Typically, baking pans come in simple geometric shapes
such as, for example, squares, rectangles, and circles. Occa-
sionally, baking pans may have more elaborate designs as
often found with bundt cake pans, which are typically still
circular in overall shape.

When baking prepared food dishes, such as, for example,
cakes, there is sometimes the need and/or desire to produce a
large enough cake to serve multiple people, yet still provide
an elaborate and aesthetically pleasing design.

Such cakes are often present at special occasions such as
weddings, in which tiered levels of cake may exist. However,
arranging cakes and other prepared food dishes in such fash-
ion can be a very delicate process and the tiers may fall,
thereby causing a waste in food and diminishing the aestheti-
cally pleasing appearance. As such, most elaborate prepared
food dishes are produced and arranged by those individuals
experienced with such work, and hiring such experienced
individuals may be expensive.

Furthermore, preparing and baking large cakes and similar
dishes can be difficult due to the need of a large oven that can
evenly bake a large food dish. In addition, it can be awkward
to transport such a large prepared food dish.

Thus, what is desired is a means of preparing and/or baking
food dishes that can easily arranged in a variety of aestheti-
cally pleasing arrangements, and can serve a large number of
individuals.

SUMMARY

The various exemplary embodiments of the present inven-
tion include a baking pan comprised of a bottom connected to
side walls. The side walls are comprised of a semicircular side
having a first end, a second end, and a perimeter measuring
about 180°, a first substantially straight side connected to a
first end of the semicircular side and having a length at least
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substantially equal to a radius of the semicircular side, a
second substantially straight side connected to a second end
of the semicircular side and having a length substantially
equal to a radius of the semicircular side, and an arc side
connecting the first substantially straight side to the second
substantially straight side such that the second substantially
straight side is substantially equal to the radius of the arc.

The various exemplary embodiments also include a
method of assembling a prepared food dish. The method is
comprised of baking the prepared food dish in three or more
baking pans having substantially similar shape. Each of the
baking pans is comprised of'a bottom connected to side walls.
The side walls of the baking pans are comprised of a semi-
circular side having a first end, a second end, and a perimeter
measuring about 180°, a first substantially straight side con-
nected to a first end of the semicircular side and having a
length at least substantially equal to a radius of the semicir-
cular side, a second substantially straight side connected to a
second end of the semicircular side and having a length sub-
stantially equal to a radius of the semicircular side, and an arc
side connecting the first substantially straight side to the
second substantially straight side such that the second sub-
stantially straight side is substantially equal to the radius of
the arc. After baking, the prepared food dishes are removed
from the baking pans, and the prepared food dishes are
arranged such that the first substantially straight side of one
prepared food dish is adjacent to the second substantially
straight side of another prepared food dish.

BRIEF DESCRIPTION OF THE DRAWINGS

The various exemplary embodiments of the present inven-
tion, which will become more apparent as the description
proceeds, are described in the following detailed description
in conjunction with the accompanying drawings, in which:

FIG. 1 is an illustration of a top view of an exemplary
embodiment of the present invention.

FIG. 2 is an illustration of a top view of another exemplary
embodiment of the present invention.

FIG. 3. is an illustration of a top view of yet another
exemplary embodiment of the present invention.

FIG. 4 is an illustration of an exemplary arrangement of
multiple exemplary embodiments of the present invention.

FIG. 5 is an illustration of another exemplary arrangement
of multiple exemplary embodiments of the present invention.

FIG. 6 is an illustration of yet another exemplary arrange-
ment of multiple exemplary embodiments of the present
invention.

DESCRIPTION OF THE REFERENCED
NUMERALS

In reference to the drawings, similar reference characters
denote similar elements throughout all the drawings. The
following is a list of the reference characters and associated
element:

10 baking pan

15 bottom

20 semicircular side

21 first end

22 second end

25 first substantially straight side

30 second substantially straight side

35 arc side

DETAILED DESCRIPTION

The various exemplary embodiments of the present inven-
tion will now be described more fully hereinafter with refer-
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ence to the accompanying drawings, in which some, but not
all, of the embodiments of the inventions are shown. Identi-
fied like elements of the present invention are identified with
like numbers throughout the drawings.

The various exemplary embodiments of the present inven-
tion include a baking pan in which food dishes may be pre-
pared and/or baked, and then arranged in a variety of larger
shapes.

In the various exemplary embodiments of the present
invention, the baking pan may be composed of metal, alloy,
ceramic, silicone, or a combination thereof.

The baking pan 10 of the exemplary embodiments is com-
prised of a bottom 15 connected to side walls. In preferred
exemplary embodiments, there are four side walls connected
to the bottom.

One of the side walls is a semicircular side 20 having a first
end 21, a second end 22, and a perimeter measuring about
180°.

In a preferred embodiment, there is a first substantially
straight side 25 connected to a first end 21 of the semicircular
side 20 and having a length at least substantially equal to a
radius of the semicircular side.

It is preferred in exemplary embodiments that there is also
a second substantially straight side 30 connected to a second
end 22 of the semicircular side 20 and having a length sub-
stantially equal to a radius of the semicircular side.

In the various exemplary embodiments, there is an arc side
35 connecting the first substantially straight side 25 to the
second substantially straight side 30 such that the second
substantially straight side 30 is substantially equal to the
radius of the arc.

In exemplary embodiments, the arc side measures between
about 60° and about 154° of a circle.

For example, in the exemplified embodiment shown in
FIG. 1, the arc side measures about 90°. In FIG. 2, the arc side
measures about 60°, and in FIG. 3, the arc side measures
about 108°.

The first substantially straight side and the arc side are
connected substantially at a central angle of the semicircular
side in an exemplary embodiment represented in FIG. 1.

Once the food dish is prepared and/or baked in the baking
pan according to the various exemplary embodiments of the
present invention, the prepared food dish may be removed
from the pan and arranged in a variety of shapes, based
partially upon the shape of the respective baking pan.

In an exemplary embodiment represented in FIG. 4, four
food dishes prepared and baked in baking pans similar to the
embodiment represented in FIG. 1 are arranged such that the
first substantially straight side 25 of one prepared food dish is
adjacent to the second substantially straight 30 side of another
prepared food dish.

In another exemplary embodiment represented in FIG. 5,
three food dishes prepared and baked in baking pans similar
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to the embodiment represented in FIG. 2 are arranged such
that the first substantially straight side 25 of one prepared
food dish is adjacent to the second substantially straight 30
side of another prepared food dish.

In yet another exemplary embodiment represented in FI1G.
6, five food dishes prepared and baked in baking pans similar
to the embodiment represented in FIG. 3 are arranged such
that the first substantially straight side 25 of one prepared
food dish is adjacent to the second substantially straight 30
side of another prepared food dish.

The food dishes prepared and baked in baking pan accord-
ing to the various exemplary embodiments here may be
arranged such that the first substantially straight side of one
prepared food dish is adjacent to the first substantially straight
side of another prepared food dish, and the second substan-
tially straight side of the one prepared food dish is adjacent to
the second substantially straight side of yet another prepared
food dish.

While this invention has been described in conjunction
with the specific embodiments outlined above, it is evident
that many alternatives, modifications and variations will be
apparent to those skilled in the art. Accordingly, the preferred
embodiments of the invention as set forth above are intended
to be illustrative, not limiting. Various changes may be made
without departing from the spirit and scope of the invention.

What is claimed is:

1. A baking pan comprised of: a bottom connected to side
walls, the side walls comprised of: a semicircular side having
a first end, a second end, and a perimeter measuring about
180°; a first substantially straight side connected to a first end
of the semicircular side and having a length at least substan-
tially equal to a radius of the semicircular side; a second
substantially straight side connected to a second end of the
semicircular side and having a length substantially equal to a
radius of the semicircular side; and an arc side connecting the
first substantially straight side to the second substantially
straight side such that the second substantially straight side is
substantially equal to the radius of the arc.

2. The baking pan according to claim 1, wherein the arc
side measures between about 60° and about 154°.

3. The baking pan according to claim 1, wherein the arc
side measures about 60°.

4. The baking pan according to claim 1, wherein the arc
side measures about 90°.

5. The baking pan according to claim 1, wherein the arc
side measures about 108°.

6. The baking pan according to claim 1, wherein the first
substantially straight side and the arc side are connected
substantially at a central angle of the semicircular side.

7. The baking pan according to claim 1, wherein the baking
pan is composed of metal, alloy, ceramic, silicone, or a com-
bination thereof.



